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CONSTRUCTION TRAFFIC CONTROL = - =
WET REFLECTIVE TEMPORARY =
1 ]
STAGE 1 TAPE, TYPE I, 24" (WHITE) IMPACT ATTENUATOR, TEMPORARY —/ & ) <ToP Ackeby
b (NON-DIRECTIVE), TEST LEVEL 3 VA “ HER
NORTHBOUND BRIDGE DECK TRAFFIC ON SOUTHBOUND LANE FROM Vo S AS - CREEK
AND APPROACH OVERLAY, STA. 521414 TO STA. 528+00 ONE_ LANE SE IESTY RED Lo
GUARDRAIL UTILIZE STANDARD 701321 ROAD HERE 7 & [
AHEAD m / e / R10-6A-2430 : WET REFLECTIVE TEMPORARY
STAGE 2 RED &j i TAPE, TYPE I, 4 (WHITE)
| i
SOUTHBOUND BRIDGE DECK TRAFFIC ON NORTHBOUND LANE FROM Wiz-1102(0)-48 W20-4(0)-48 W3-3(0)-48 (.
AND APPROACH OVERLAY, STA. 521+14 TO STA. 528+00 R10-BA-2430
GUARDRAIL UTILIZE STANDARD 701321
MPH NOTE:
, 120-100-48 FOR TEMPORARY BRIDGE TRAFFIC SIGNAL
W13-1(0)-2424 W20-10)- LOCATIONS SEE SHEETS 11 THRU 12
FOR DETOUR SEE SHEET 7
M6-4
L/ Work area «© Drum with steady burning light (25 cts.)
» Sign === Temporary concrete barrier
[ Type 111 barricade [ Temporary rumble strip (when specified)
< Traffic signal Double vertical panel (see detall) é
> Detector loops 0 Crystal, bidirectional ® li’ﬁi Ilg f;;;m;:.—ef;fm:g placed when no
g Impact attenuator barrier wall/guardrall marker (25 cts.) :
b o @ Barrier wall/guardrail markers at 25 cts.
- E =] See Standards 704001 & 635011.
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§ GENERAL NOTES:
'—
< TRAFFIC SIGNALS SHALL BE OPERATIONAL ONLY WHEN ALL
= TRAFFIC CONTROLS ARE IN PLACE. WHEN TRAFFIC SIGNALS ARE
o’ NOT IN OPERATIO, FLAGGERS SHALL BE USED AND TRAFFIC
TAPE, TYPE IIL, 247 (WHITE) S 10F CONTROL SHALL CONFORM TO STANDARD 701201.
on TEMPORARY CONCRETE BARRIER SHALL BE ACCORDING TO
= CONSTRUCTION STANDARD 704001.
RI0-6A-2430 W20-4(0)-48 WHEN EXISTING PAVEMENT MARKINGS AND RAISED PAVEMENT
MARKERS ARE IN CONFLICT WITH THE TRAFFIC CONTROL
40 W12~1102(0)-48 W20-1(0)-48 AND PROTECTIQN PLAN, EXISTING PAVEMI::NT MARKINGS AND
PR RAISED PAVEMENT MARKERS SHALL BE REMOVED AND PAID
FOR AS PAVEMENT MARKING REMOVAL OR AS RAISED
WI3-1(0)-2424 REFLECTIVE PAVEMENT MARKING REMOVAL.
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